Brand
DeltaLab/Ninja

Tagline
The Science of Sound

What it is
DeltaLab Ninja NT100 Dual-Attach Tuner

EID#
1428332606142

MFID#
J22418000001000

GCID#
111259529

Possible Headlines
• A Tuner That Doesn’t Get in Your Way
• Accurate. Easy. Invisible.
• Flip it. Tune it. Hide it.

100-Word 
Ninja tuner from DeltaLab allows quick, accurate tuning while remaining invisible to your audience. The versa-mount base attaches to the back of your headstock so Ninja can fold flat when not in use. Simply flip it open and the auto-on/auto-off feature engages, illuminating a super-bright fisheye LED readout. With the included 360° swivel cup and clip-on base, you can use Ninja on other instruments as well — simply pop Ninja out from its versa-mount base and onto the clip-on base. A convenient, built-in visual metronome helps keep you in perfect time, while the low-battery indicator tells you when it’s time for battery replacement. And Ninja is safe for most poly and nitro finishes. 

50-Word
Ninja tuner from DeltaLab allows quick, accurate tuning while its versa-mount base, fold-flat design renders it invisible to your audience. Just flip Ninja open and the auto-on/auto-off feature engages. Includes a 360° swivel cup and clip-on base, so you can use Ninja on other instruments as well. Includes handy visual metronome and low-battery indicator. Ninja is completely safe for most poly and nitro finishes. 

25-Word
DeltaLab’s Ninja tuner allows quick, accurate tuning while its versa-mount, fold-flat design renders it invisible to your audience. Includes a 360° swivel cup and clip-on base, so you can use Ninja on other instruments as well. Ninja is completely safe for most poly and nitro finishes. 

Features
• Instant accurate tuning — stealthy, invisible design when folded down behind headstock
• Versa-mount & clip-on bases included for use on a variety of instruments
• Hi-stick silicone backing is safe for most instruments*
• Auto-on / Auto-off feature for easy and instant tuning
• 360° swivel clip ensures viewing from any angle
• Visual metronome provides solid time-keeping
[bookmark: _GoBack]• Calibration range from 430-450Hz
• Battery strength indicator, so you know when it’s time to replace batteries

*Not recommended for vintage or “checked” instrument finishes
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